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AMF.1VnMir.NTS TO THE CLAIMS 

The listing of claims wiU r^lace all prior versions, and listings, of claims in 
the application: 

Listing of Qaims; 

1. (Currently amended) A hybrid compressor system for selectively transmitting a 
driving force of a vehicle-driving power source and a driving force of an auxiliary power 
source to a compressor of a vehicle air conditioning device, crtm pri riTig - 

a clutch selectively transmitting the driving force of the vehicle-driving power source 
directly to the compressor from the vehicle-driving power source and 

a.one-way clutch selectively transmitting the driving force of the auxiliary power 
source to the compressor, the one-way clutch being mounted on the auxiliary power source. 

2. (Currently amended) The hybrid compressor system according to claim 1, wherein 
the one-way clutch includes: 

an inner ring fixed to an output shaft of the motor auxiliary power source: 
an outer ring being concentrically and rotatably disposed on an outer side of the inner 
ring; and 

3n_intempting means connecting the inner ring and the outer ring such that ttie 
f orce of the auxiliary power source is transmitted foerebetween, and fe l e asing that- 
connection is released when tberebet^voon hy a pF e d e t e nnin e d centrifugal force exceeds a 
predetermi ned value c orresponding to the rotation of the outer ring. 
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3. (Currently amended) The hybrid conqjressor system according to claim 2, wherein 

the outer ring is a pulley; and 

a belt for transmitting the driving force of the auxiliary power source to the 
compressor is wound around ttie pulley. 
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